
Waterproof airseal

7.5mm gap nominal

Jamb Liner

65 x 2.8mm RounDrive ring
shank nails for batten fixing

70 x 19mm CLD™ Structural
Cavity Batten

Stria™ Cladding

Flexible flashing tape
wrapped over HomeRAB™
Pre-Cladding or RAB™ Board
for the entire opening

30 x 1.6mm C series stainless
steel brad

20mm min.

10mm min.

Hardie™ 14mm Aluminium
window jamb flashing to
match length of jamb. Apply
continuous bead of flexible
sealant. Insert into profile
gaps flexible sealant to make
window edge weathertight

Line of head flashing over

Inseal min. 19mm thick x
10mm wide 3109 -
alternatively a flexible sealant
bead applied with a pef rod
between the window frame
and cladding can be used

5mm gap

Apply continuous 6mm bead
of Bostik Seal n Flex -1 or
Sika Sikaflex 11FC adhesive
sealant

HomeRAB™
Pre-Cladding/RAB™ Board

Note: When HomeRAB™ Pre-Cladding/RAB™ Board are used flashing tape to be 
applied to the entire window opening

70x19 CLD™ Structural Cavity Batten

Hardie™ 14mm Aluminium window jamb 
flashing

Note: Site cut edges to be primed

HomeRAB™
Pre-Cladding/RAB™ Board

www.jameshardie.co.nz

Scale: 1 : 2

Figure 17

Stria™ Cladding

WINDOW JAMB

June 2024

On CLD™ Structural Cavity Batten with RAB™ Board
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